CFORCE 850/1000

ESIKINNITUS ADAPTER / FRONT-MOUNT ADAPTER

Kood / Code 03.8400

. ) - Kood Kogus Kontr. /

Pos. | Nimetus/ Description Code Aot Checked
1 Saha adapter / Snow plow mount 03.8401K 1 +
2 Puks / Bunch 03.5906 2 +
3 Toruklambri vastus / Pipe clamp bracket 28mm Vastus 28 4 +
4 Polt / Bolt M10x50 DIN 931 2 +
5 Polt / Bolt M8x70 DIN 603 4 +
6 Seib / Washer 88/20 SFS 3738 4 +
7 Seib / Washer 210/20 DIN 125 4 +
8 Nylock mutter / Nylock nut M§ DIN 985 4 +
9 Nylock mutter / Nylock nut M10 DIN 985 2 +

Pohjakaitse konstruktsiooni puhul on arvestatud originaal/tehase md6dus olevate rehvidega (ees: 26x9.00-14 ja taga 26x11.00-14).
Designing the skid plate, original/factory tires were taken into consideration (front 26x9.00-14 and rear 26x11.00-14).

Seerianumbrid / Serial numbers -

Komplekteerinud / Compleated by Gerda Kuupiev / Date 02.09.2019

Pakkinud / Packed by Gerda Kuupiev / Date 05.09.2019

Varuosade ostusoovi korral palun edastage antud leht toote miiiijale voi votke iihendust sales@ironbaltic.ce
If you need any spareparts, please send this packing data to your local dealer or to Iron Baltic sales@ironbaltic.ce

Hoidke kiiesolev juhend alles edaspidiseks kasutamiseks!
Keep this manual for future reference!
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Paigaldusjuhend / Fitting Instructions

Samm 1:  Eemalda esiosa kaitse. Uhenda lahti vintsi juhtmed.
Step 1: Remove front protection. Disconnect winch wires.
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Samm 2:  Eemalda vintsi rullik ja vints koos vintsi alusplaadiga.
Step 2+ Remove winch fairlead and winch baseplate with winch.

www.lironbaltic.com




Samm 4: Eemalda vints originaal alusplaadilt.
Step 4: Remove winch from original baseplate

RAMOVE

Samm 5:  Paigalda sahaadapterile puksid. Aseta sahaadapter ATV-sse.
Step 5: Install bushes. Install adapter into ATV.
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Samm 6:  Aseta toruklambri vastused adaptri ja ATV raami vahele nagu pildil ndidatud.
Step 6: Place pipe clamp brackets between adapter and ATV frame as shown on the picture.
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Samm 7:  Kinnita vints originaalpoltidega saha adapteri kiilge.
Step 7: Install winch with original bolts.

Samm 8:  Kinnita sahaadaper ATV kiilge.
Step 8:  Install snow plow mount to ATV.
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Samm 9:  Uhenda vintsi juhtmed. Kinnita vintsirullik.
Step 9: Connect winch wires. Install winch fairlead

Samm 10: Paigalda esikaitse.
Step 10:*  Install front protection.
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